JP1   Panel Power Select

1-2 5V

2-3 3.3V

V

JP2 Lan Enable/Disable

1-2   ENABLE LAN

2-3   DISABLE LAN

CLR_CMOS 

1-2  NORMAL

2-3  CLEAR_CMOS

JP3 Inverter Power Select
1-2   12V

2-3   DC Power

JP5 SVIDEO/DVI Select

1-2 DVI

2-3  SVIDEO

JP6 Bios WRITE protect
1-2 BIOS WRITE PROTECT

2-3 NO PROTECT

MCU_OSD

OSD In system program PORT

1 Dclk
2 DDATA
3 GND
Modem1

1 RING
2 TIP
Buzzer

 1 SPEAKER+

2 SPEAKER- 

USB 5,6,7,8

1 VCC

2 D-

3 D+

4 GND

INVERTER

 1 (12V OR DCIN) VCC

 2 GND

 3 BRIGHTNESS

 4 GND

 5 ON/OFF

VGA _OUT  
1 RED

3 BLUE

5 GREEN

7 HSYNC

9 VSYNC

11 DDC_DATA

13 DDC_CLK 

2 ,4,6,8,10,12,14  GND
VGA _IN

2 RED

4 BLUE

6 GREEN

8 HSYNC

10 VSYNC

12 DDC_DATA

14 DDC_CLK 

1,3,5,7,9,11,13  GND

DVI 

1  TX0+                         2 TX0-

3
TX1
+




      4 TX1-  

5
TX2
+




      6 TX2-  

7
TXC+





  8 TXC

9
SMB_CLK




  10
SMB_DATA

11

5V




      12
EDGE

13

GND  




  14 GND
LPT

 1   STB             2   D0                          3  D1
 4
  D2


   5   D3





   6
D4
 7
  D5


   8
D6






9    D7
10  ACK


   11
 BUSY





12
PE
13
  SLCT


   14
 AFD





15  ERR
16   INIT



17
SLIN


        
18 GND


