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About this Book

This book will help you become familiar with your E-Panel LCD Computer and its features. It
provides how to setup, operate, maintain and install options in your computer. In the unlikely event
you experience problems. You will find helpful troubleshooting information and instructions for

obtaining services in this book.

1. Safety Information

Electrical current from power, telephone and communication cables is hazardous. To avoid shock
hazard connect and disconnect cables as shown below when installing, moving or opening the cover

of this products or attached devices. The power cord must be used with properly grounded outlet.

Modem safety information

® To reduce the risk of fire, electrical shock or injury when using telephone equipment,
always follow basic safety precaution as below:

® Never install, maintain or reconfigure any cables or telephone wires during a lighting
storm.

® Never touch un-insulated telephone wires or terminals unless the telephone line has been
disconnected at the network interface.

® Use caution when installing or modifying telephone lines.



2. Chapter 1: Information

Thank you for purchasing an E-Panel E-820 LCD Computer. Your computer incorporates many of

the latest advances in computer technology. This section provides an overview of the computer

layout, features and optional parts.

2.1

2.2

Overview

The E-Panel E-820 Series LCD Computers are using the latest technology which
combined a desktop computer components and a LCD monitor together. The size of E-
820 is same as a 15” LCD monitor. It is powerful, multifunctional, compact size and
elegant outlook. In addition, E-820 Series provided a Mini PCI slot to let you use a
Wireless LAN card or TV card in future. Also, Wall Mount Bracket and Touch Screen
are the add value optional parts.

You won’t do anything today that’s much easier than setting up E-820. Plug in the
keyboard. Plug in the mouse. Connect the power cord (more about that in a moment)
and you’re done! Since the PC and monitor are one, you don’t have a video cable and

power cord from the monitor to worry about. And the speakers are built in.

Features
Your E-820 computer has the following features:

Using Intel Socket 478 supports Intel Pentium 4 CPU with 400/533MHz FSB up to
3.06G

One enhanced performance DDR 333/400MHz memory module socket, can be
upgrade to 1GB.

Standard ATA 100/133 hard disk which supports up to 250GB.

Changeable CD-ROM, allow to replace with any slim type CD-ROM.

A 15” extended graphics array (XGA), thin film transistor (TFT) 1024 x 768 active-
matrix color display with zero dead dot warranty..

The integrated Intel® Extreme Graphics delivers an extremely stable, extremely
reliable and extremely innovative architecture.

Provides a new standard of mobile computer PCI interface (Mini PCI) slot for Mini
PCI Wireless LAN card or Mini PCI TV Tuner card.



® Three audio jacks for connecting external speakers or headphones, a microphone, and

a record/playback device to your computer.
Built-In a highly integrated 10/100 Mb/s Ethernet operating.

Built-In stereo Speakers.

Room for additional functionality with 6 USB, Network, modem serial port, audio

ports.

® Efficient design and an external power supply allow for quiet operation

2.3 Add value options:
This section provides the listing of optional parts available to add in E-820.

IrDA (Infrared Data Association)

The IrDA is an independent international organization that defines standards fir
infrared communication between devices. It allows transfer information back and
forth between many types of infrared devices, such as PDA (Personal Digital
assistant), Mobile Phone and IrDA enabled printers.

Mini PCI Wireless LAN Card

This Wireless LAN Card provide freedom and flexibility to work and play on the
go without hunting for a phone jack, network cable or plugging in a special card.
Get connected through wireless LAN networks in your home, in the office and in

wireless LAN hotspots in airports, hotels, shopping center or coffee shops.

Mini PCI TV Tuner card

This Mini PCI TV Tuner Card is using advanced technology, offers high quality
TV and video on your computer. It turns your computer into a home
entertainment center, letting you watch and record TV and video with full stereo

sound.

Touch Screen
Touch screen is the most natural of all input devices to operate computer system

by touch. So that a user can touch the screen and have the computer respond.

Wall-Mount Bracket
This bracket gives you the flexibility to mount your E-820 system to a wall, floor,

machine, ceiling or cart. It put your display at the point of need.



3. Chapter 2: Setting up at the beginning

This chapter provides information from unpack, realizes and connecting cables to your E-820.

3.1 Unpacking your E-820
Please make sure the following items are included with your E-820. If you find that any

of these items are missing or appear damaged, please contact your dealer immediately.

.1 E-Panel E-820 LCD Computer * 1 unit

.2 PS/2 Key 107 Key keyboard * 1 unit

.3 PS/2 Optical Mouse * 1 unit

.4 Auto switch AC power adapter and power cord * 1 set
.5 E-Panel LCD Computer Driver Disc * 1 piece

.6 RJ-11 Telephone Cable * 1 piece

.7 Hard Disk and CD-ROM screws * 1 set
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3.2 Realizes your E-820
Select a location for the E-820 where it will remain dry. Leave about 20mm (2in.) of

space around the computer for proper air circulation.

3.3 Connecting Cables

This section provided information to help you connect the cables properly.

3.3.1 Connect the keyboard cable to purple keyboard connector and the mouse

cable to the black mouse connector.

3.3.2 Connect the power adapter output cable to power connector.

3.3.3 Connect other additional devices you have:



® Connect any Universal Serial Bus (USB) devices to USB Connector

® [fyou are one of a client in the network system. Connect a RJ-45 network cable
to 10/100M LAN connector. =

o

® Connect any Serial devices to Serial Port connector .

® [fyou have Modem installed in your E-820. Connect a RJ11 telephone line to

Phone Jack . Modem is an optional device in E-820 computer.

® Connect any optional devices, such as external speakers, earphone or

microphone to External Speaker, Earphone or Mic In.

3.3.5 Ensure all cables and connectors are connected properly. Then plugs the power

cord into properly grounded electrical outlet.

3.3.6 You are ready to turn on your E-820 Computer now.
Notes: The AC adapter converts AC power to the DC power required by E-820 series computer. It
works with electrical outlets worldwide. However, power connectors vary among countries. Before

you use AC power in your country. you may need to obtain a new power cable adapter designed for



use.

4. Chapter 3: Operating

This chapter provides information how to operate the E-820 computer at beginning.
4.1 Turning on Power

Ensure all cables properly connected and the power cord plugged in the grounded
electrical outlet. Then, press and lease the power switch on the computer. You see a
diagnostic screen while the computer performs a short self-test. When the task
completes successfully, the diagnostic screen disappears, the BIOS is load, and the

software is loaded (depends on the OS, Operating System, you installed).

4.2 On Screen Menu (On-Screen Display, OSD)
You can activates the auto adjustment function at any time even though without get into
the OS (Operating System).

The operating of On-Screen Display Menu Button

4.7 .1 Press and release the <On-Screen Menu> button on E-820 front panel. You will see
an On-Screen Menu appear.

4.7 .2 Select the correct item in Main Title by pressing <Increase> or <Decrease> then
press <On-Screen Menu>.

4.2.3 Select the correct function in Sub-Title by pressing <Increase> or <Decrease> then
press <On-Screen Menu>.

4.2.4 Adjusts the value to the left or right by pressing <Increase> or <Decrease> then
press <On-Screen Menu>.

4.7 .5 Always select <Exit> in Main Title or Sub-Title to quit.

4.7 .6 To select another functions, please follow step 4.2.3 to continue

4.7 .7 The On-Screen Menu disappears after pressing <Exit> in Main Title or

automatically disappears on <OSD Timer> you set.

The features of On-Screen Menu



ICON Main Menu Sub-Menu

Colour

Picture

Auto Adjust

Contrast

Brightness

Gamma Correct

Colour Temp

Colour Adjust

Exit

H. Position

V. Position

Sharpness
Phase

Clock

Exit

Description

Adjusts to control the automatically images
brightness, contrast, sharpness...

Adjusts the contrast of screen image
Adjusts the screen intensity

Adjusts screen display

Adjusts colour temperatures

Adjusts the R, G, B colour

Exit Colour Menu

Adjusts the horizontal position of the screen

image

Adjusts the Vertical position of the screen image

Adjusts the clarity and focus of the screen image

Adjusts the noise of the screen image

Adjusts the width of the screen image

Exit Picture Menu



Function

OSD Menu

Miscellaneous

Exit

Auto Adjust
Auto Position
Auto Phase

Auto Clock

Auto Colour

Exit

Language
OSD H. Position
OSD V. Position

OSD Timer

Translucent

Exit

Signal Source

Mode Select

Reset

Volume

Exit

Adjusts the screen display automatically

Adjusts the position of screen image automatically

Adjusts the noise of screen image automatically

Adjusts the width of screen image automatically

Adjusts the colour of screen image automatically

Exit Function Menu

Select the language of OSD

Adjusts the OSD horizontal position

Adjusts the OSD vertical position

Adjusts the OSD screen appearing time

Adjusts the OSD translucent

Exit OSD menu

Not use

Not use

Displays the Factory-Preset value

Adjusts the audio output

Exit Miscellaneous Menu

Exit OSD Menu



4.3 BIOS setting
CONFIG

4 .4 Display Screen
To accommodate local lighting conditions, you can use OSD to adjust the display.

Please refer to <On Screen Menu> at page 4.

4.5 CD-ROM, DVD-ROM and Combo Drives
The CD-ROM and DVD-ROM drives are read-only devices that let you play most
commercially available 8 or 12 centimeter (cm) sound, video or data CDs on the
computer. In addition to playing most CDs, the DVD-ROM drive can also play DVDs.
CD.

The Combo drives are the CD-rewritable (CD-RW) drives can write to and play CD-RWs
and DVD.

To play a CD, press the eject button on the face of the CD-ROM drive. When the tray
slides out, place the CD into the tray label side up. Make sure that the CD is seated
correctly on the spindle by press down on the disc until it clicks in place. Then gently
push in the tray. When the drive is in use, the drive access indicator blinks on the drive’s

front panel.

4 .6 Mini PCI Slot
Mini PCI is a standard and developed specifically for integrated communications
peripherals, such as modems and NICs (Network Interface Card). There are two Mini
PCI cards available for E-820, Mini PCI wireless and Mini PCI TV tuner card.

4.7 Networking
E-820 series LCD computer provides a 10/100 Mbps Ethernet interface for the direct
connection to a 10Base-T or 100Base-T local area network. Use network cables

connection between RJ-45 connector and an Ethernet HUB or switch.

4.8 Keyboard and Mouse



4.8.1 Keyboard
You can attach the keyboard we provided or any other PS/2 (Personal System/2)
compatible 101 or 102 key keyboard to the E-820’s mini-DIN (Deutsche Industries

Norm) connector, as shown at below.

4.8.2 Mouse

4.9 Audio Features

You can connect audio devices such as speakers, microphones and record/Playback

devices to your E-820. The following information tells you how to connect the cables.

® Connect the audio cable from a microphone to the MIC IN jack.

® Connect the earphone or line-out cable from a record/playback device to the
Earphone jack. Cassette players, CD players, radios, stereo system and tape players

are all record/playback devices

® Connect the audio cable from the external speakers to the External Speaker jack.

Chapter 4: Installing Drivers

Nowadays, Microsoft is the biggest winner in the computer OS market. This chapter provides

information how to install the E-820 Devices Drivers with Microsoft Windows XP.



Before you install the drivers. You need to install Windows XP first. Once finished the OS
installation, please prepare the [E-Panel E-820 Series Drivers] CD. Simply insert the driver
CD into the CD-ROM and the menu should pop-up automatically.

5.1 Installing general drivers
This section provides information to install the drivers for the standard configuration of
E-820 computer. Please check carefully or ask your local dealer for more details.

5.1.1 Click on “Windows 2000/XP/2003” to install the standard driver if Windows XP
installed. Otherwise, please choose the OS version correctly.

#3 E-Panel EB20 Series Drivers Version 2.0 D@@

Lcd Computer Manufacturer

I = ’JIH&.’é

Computer

&\ AmazePc

WINDOWS 98
WINDOWS ME

Chipset Drivers
Audio Drivers

OPTIONAL

Modem Drivers

MINI PCI| Wireless Lan
MINI PCI TV Tuner Drivers
MINI PCI TV Tuner Player
TouchScreen Drivers
EXIT

Make it simple | -

ion 2.

5.1.2 The program will install the standard drivers automatically after click on the menu.

Please follow the instructions to click on the buttons until finish the installation.



Setup

Installation actions are now being perforned.

Plaase wait while setup actions are performed on your system

Install Epanel Drivers FX|

WINDO! _— Install Lan Card Drivers
WINDOY Displaying dialog

WINDOY
Chipset,
Audio C
OPTION,
Modem
MINI PC
MINI PC
MINI PC
TouchSi

Toue .

E-Panel EB20 Series Drivers Uersion 2.0

5.1.3 Installation completed.

5.2 Installing extra drivers
You need to install the extra drivers manually which for the Chipset and Audio. Please

note that these two drivers are compatible with all versions of Microsoft Windows.

5.2.1 Chipset Drivers

5.2.1.1 To perform the installation, please click on “Chipset Drivers”.



Chipset Software Installation Utility
ion 5.00.1012

Welcome to the InstallShield(R) Wizard for
Intel(R) Chipset Software Installation Utility

Wielcome to the IntellF) Chipset Sofiware Installation
Uity This utiity wil enable Plug & Play INF suppart for
IntelR) chipset components

Mext > Cancel

5.2.1.2 Follow the instructions to continue installation.

Intel® Chipset Software Installation Utility
Version 5.00.1012

Readme Information

Readme.tat

* Product Intsl[F) Chipset Softwars Installation Utiity
* Relesse: Production Yersion

* Yersion, 5.00.1012

* Target Chipsett: Int=l[R] 828556./PE /F, 82675

* Date: March 12, 2003

1. For the list of suppotted chipsets, please rsfer to the Fisleass Notes

* CONTENTS OF THIS DOCUMENT

cBack | Mest> Cancel

5.2.1.3 Check the box on “No, I will restart my computer later” then click on



“Finish” to finish the installation.

Intel® Chipset Software Installation Utility
Version 5.00.1012

InstallShield(Rt) Wizard Complete

The InstallS hield[R) Wizard has successfully installed IntellF)
Chipsst Softwars Installtion Utiity. Before you car use the
program, you must restart your computer

& Yes, | want to restart my computer now.
7 Mo, | will iestart my computer later.

Riemove any disks from their drives, and then click Finish to
complets setup

Finish

5.2.1.4 The installation for Chipset Drivers finished.

5.2.2 Audio Drivers

5.2.2.1 To perform the installation, please click on “Audio Driver”.



Hl’E‘IE’ X

Intel® Chipset Software Installation
Version 5.00.1012

Welcome to the InstallShield(R] Wizard for
Intel(R) Chipset Software Installation Utility

Welcome to the Intel(R] Chipset Software Installation
Utility. This wtiity will enable Plug & Plap INF support far
IntellR] chipset comparients.

Mext > Cancel

5.2.2.2 Follow the instruction to complete the installation.

Please click on “Continue Anyway” to continue shown as below.

t E The software you are installing for this hardware:
.
Realtek AC'S7 Audio

has not passed Windows Loga testing ta verify its compatibility

with Wwindows =P, [Tel me why this testing is inportant.]

Continuing your installatian of this software may impair
or destabilize the conect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for saftware that has
passed Windaws Logo testing.

Continue &nyway | [_STOP Installation |

[ETN]

alcupd - v



5.2.2.3 Check the box on “Yes, I want to restart my computer now” then chooses

“Finish” to complete the installation.

Intel® Chipset Software Installation Utility
Version 5.00.1012

InstallShield(R) Wizard Complete

The InstallShield(R) Wizard has successfully installed IntellR)
Chipset Software Installation Utility. Before pou can use the
program, you must 1sstart your computer.

@ Yes, | want ko restart my computer now
" No, | will restart my computer later.

Remove any disks from their drives, and then click Finish to
complste setup.

Finish

5.2.2.4 The drivers installed completely and your computer will re-boot now.
5.3 Installing optional devices drivers
To perform the optional device drivers. Please check the configuration carefully or
contact your local dealer for more details.
The drivers for optional device are compatible with all versions of Microsoft Windows.

5.3.]1 Modem Driver

5.3.1.1 To perform the modem driver installation, please click on “Modem
Drivers” in the OPTIONAL section.



A Setup

Installing Modem Driver

Welcome to the InstallShield Wizard for Modem
Drivers

The InstallShisld® Wizard will mstall Modem Drivers on
your computer. To continue, click Next

Cancel

5.3.1.2 Follow the instructions to complete the installation.

Please click on “Continue Anyway” to continue shown as below.

Setup

Installing Modem Driver

Hardware Installation

11 The software you are installing for this hardware
HSPSE MF (Intel)

has not passed Windows Logo testing to verify its compatibility

with Windows 5P, [Tell me: why this testing is impartant. ]

Continuing your installation of this software may impair
or destabilize the carrect operation of your spstem
cither immediately or in the future. Micrasoft stiongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Loga testing.

[ Continue dryway | | STOP Installation




5.3.1.3 Please click on “Finish” to complete the installation.

i Sefup

Installing Modem Driver

InstallShield Wizard Complete

Setup has finished instaling Modem Drivers on your computer.

5.3.1.4 Installation Completed.

5.3.2 Mini PCI Wireless LAN Driver
To perform the Mini PCI Wireless LAN Driver. Please click on “Mini PCI Wireless

LAN” then the installation will install the driver automatically.



- [B]x]

Lcd Computer Hanufacturer

&\ AmazePc

Intel{R) PROSet for Wireless driver installer

MNaw perorming Intel(R) PROMAIeless network driver installer operations. Flease wait

OPTIONAL

Modermn Drivers

MINI PCI Wireless Lan
MINI PCI TV Tuner Drivers
MINI PCI TV Tuner Player
TouchScreen Drivers
EXIT

Make it sin

E-Panel EB820 Series Drivers Uersion 2.8

5.3.3 Mini PCI TV Tuner Driver

5.3.3.1 To perform the Mini PCI TV Tuner Driver. Please click on “Mini PCI TV

Tuner Driver” then the installation will install the driver automatically.



vers Version 2.0, BEEE

Lecd Computer Hanufacturer

&\ AmazePc

&g DriverSetup

& Install TY Card 713x Drivers
' Bemave TV Card 7138 Driver:
WINDOWS 98
WINDOWS ME
WINDOWS 2000/X|

Chipset Drivers

Audio Drivers Next

OPTIONAL
Modem Drivers
MINI PCI Wireless Lan
MINI PCI TV Tuner Drivers
MINI PCI TV Tuner Player
TouchScreen Drivers
EXIT

Make it sim

E-Panel EB20 Series Drivers Uersion 2.0

5.3.3.2 Once you finished the TV Tuner driver installation. You must install the
TV Tuner Player to active and play TV in your E-820. Please refer to the
next step (5.3.4) to complete the TV Tuner Player’s installation.

5.3.4 Mini PCI TV Turner Player

5.3.4.1 To perform the Mini PCI TV Tuner Player. Please click on “Mini PCI TV
Tuner Player”.



LifeView TVR

Welcome to the LifeView TVYR Setup Wizard

WARNING: This computer pragram is protected by copyiight law and intenatianal reaties.
Unauthorized duplication or distibution of this program. or any portion of it may resultin severe civi
o1 ciiminal penalties, and will be prosecuted to the makimum estent possible under the law.

E-Panel E828 Series Driuers Uersion 2. 8

5.3.4.2

LifeView TVR

Select Installation Folder

The installer will install Lifetiew TR to the following folder.

Tainstallin this folder, click "Next”. To install to a different folder, erter it below or click *Browse"

Eolder,

]D “Program Files\LifsviewiLifeYiew TVRY Browse. ]
4

IrstallLiteWieve T for yoursell, or for anyone wha uses this computer:

(O Everpore
(& Just me

Cancel ][ ¢ Back ][ Mext >

E-Panel E828 Series Driuers Uersion 2. 8

5.3.4.3 Follow the instruction to continue install until finish.



BEE

Installation Complete

r
‘ L LiteWiew TV has been successfully installed.

Click "Close™ to exit

WIN|
WIN|
WIN|
Chig
Aud|
OPT]
Mod
MIN
MIN
MINI
Toud
EXI

Canicel

E-Panel E828 Series Drivers Uersion 2.8

5.3.5 TouchScreen Driver

5.3.5.1 To perform the Touch Screen Driver. Please click on “TouchScreen
Drivers”. Then a new setup screen come up. Choose the correct version of

Windows you installed. For this example, we click on “Install WinXP”".



¥) Amazepc Touch Screen Drivers SetlUp

Lcd Computer Manufacturer

&\ AmazePc

e-panel
Computer Without Case

Install Win98 Install Win2K

Install WinME Install WinXP
EXIT

Install WinNT

5.3.5.2 Follow the instructions to continue the installation.



Led Computer Hanufacturer

&\ AmazePc

e-panel
Computer Without Case

InstallShield Wizard

‘Welcome to the InstallShield Wizard for EELY
ET Driver

The InstalShisld® wizard willinstall EELY ET Driver on
vout compuler, To centinue, click Next.

Install Win88

Install WinME

Install WinNT

E-Panel E828 Series Drivers Uersion 2.8

5.3.5.3 Choose the “Continue Anyway” when a pop-up window come up (shown

as below).

Sci tUp

Lcd Computer Manufacturer
MainConsole:

p— = T o
p S ‘ English [U.5.4] -1 | ¥ Show Splash Window | 3

Low Frequency  High

~ Contr ~ Operating R

‘ | Hardware Installation Lang Help

] E The software pou are instaling for this hardware; E—
.

EELY Touch Logical Driver for Touch Panel

Flash A,
— has not passed Windows Logo testing to verify its compatibity : &
- "" with Windowss <P (Tell me why this testing s important )

- Controller | nfarmatior

Continuing your installation of this software map impair
L or destabilize the correct operation of your spstem ariodl
e e cither immediately or in the future. Microsoft strangly

recommends that you stop this installation naw and
Install WinME Direst contact the hardware vendor for software that has
passed Windows Loga testing.

Install Win98

Install WinNT

Continue Arpway | | STOP Installation _l [ |
o A T Toos et

Level | »]

Spacs Laige

Small

V% start .0l . F~Pait 5o

5.3.5.4 The installation completed. Don’t forget to calibrate the Touch Screen as

next step.



Led Computer Manufacturer

&\ AmazePc

e-panel
Computer Without Case

InstallShield Wizard

InstallS hield Wizard Complete

Setup has finished instaling EELY ET Driver an your compuler

Install Win98

Install WinME

Install WinNT

E-Panel ES28 Series Drivers Uersion 2.8

" start
5.3.5.5 After the installation completed. You need to calibrate the Touch Screen
before you use. Please double click “Main Console” icon on the desktop to

setup.

Click on “Create” in “MainConsole” Menu.



MamConsole ]
~Langueges——— —SplmhWindow————————— BegpMode —————————— -
[English U154 ] w| ¥ Show Splach wirdaw N =

~Canirollers————— —Dperaling Regiosn————————— |

| Celele Creale I j -
| Shoit Last Lang Help

[rtetacinie: Defina | |

- EaspBultor Tooks -
| | | 7 ks Liad 2t Skarup

- Contioller Information Right Botiom

-~ Rolalion-

) I~ Mimer= I= - Mifror | 4 Paint 16 Pat —

lgan ~Double Click———————— 4 Bt o B Apply

= EnzlilsDomble Thzl 2
X ol I " Enzlle D mdile Tliz 5 Pairs Pl

Fast Spesd Slow Digfeedt
Ltilly Tocds

Verdical Lewel | | | peeding Wibraling LI
|

5.3.5.6 Wait for a few seconds, the Main Console will show you the ID of Touch

Screen Controller. Please click on “Yes” to continue.



MamConsole

Found:EELY ET Saries Touch Panel Conlroller USE V1
[iCasbevicesihidad_00cEEpid DO0G#EA24926d0ER0B0000# {4d1 e55h2-F16f-1 1cF-68ch-00111 1000030} ] 2dd It?

~Languages — Splazh Window [ Beep Mode
[English U154 ] w| ¥ Show Splach wirdaw || =
- Conirallers EOpmetnighegon—————— | Lw; Frequency  High
| el Creale I j i

| Shoit Last Lang
[ Iretacine:Uelime | |
| i

ves | Nn% |
T — ] ;
Liec! I~ Miner I~ Wiarsr | A-Peink |
lgan ~ Drouble Click g Bt 25 Baink Apply
i I= “Enzhil= Doulle Clizk 38 B Pl —
Fast Spesd Slow Hlefeil
Vizian Adust | i Utisly Tocks
Hepzartal || Level I— = [ | [ra F 1 =
Small Space Largs )
Veical Level | | | \peEding ‘ibraling LE:
=1 [

5.3.5.7 The Touch Screen Controller added to Main Console after click on “Yes”.

MHMamConsole =]
i~ Langueges — Splash \wWindow ~ Beep Mode 2
[English U154 ] w| | ¥ Show SplashWindow | |Been ot Presswe |
- Conirallers — Dpetaling Regicn | Low Frequency  High
| Delate Craals | Primzey Display =] J
| SPEIIt Lﬂﬁt I.Uﬂﬂ Hd,[.'l
Ortefaca: USE VT IEtacine:Define | VEL
=l
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5.3.5.8 The installation completed. Now, you can setup the touch screen by

choosing the functions in Main Console.

5.3.5.9 The installation completed.

5.4 Chapter 5: Removing and Replacing Parts

E-panel E820 LCD Computer is a fully equipped desktop. It integrates the LCD display
and all the other computer parts into the LCD case. Besides, most of the interfaces are

on the back of the computer base that makes the outline neat and fluid.

There are three components can be remove or replace by yourself. To remove or replace

those options in your E-820. You will need a Phillips Head Screwdriver.

Before you do the replacement. Please disconnect the DC power connector. Check the
parts and the configuration of your E-820 carefully. For more details, please refer to the

Installation Guide we provided.

6. Chapter 6: Take care of your E-820

This Chapter provides information to help you in the day-today use of your E-820.

6.1 Basics
Here are some basic points about keeping your computer functioning properly

® Keep your E-820 in a clean, dry environment. Make sure it rests on a flat, sturdy
surface.

® Do not cover any of the vents in the computer. These vents allow air flow to keep
your E-820 from overheating.

® Keep food and drinks away from all parts of your E-820. Food particles and spills
might make the keyboard and mouse sticky and unusable.

® Always disconnect the power cord by grasping the plug, not the cord.

6.2 Cleaning your E-Panel



It is a good practice to clean your E-820 periodically to protect the surfaces and ensure

trouble-free operation. Be sure to turn off the E-820 before the cleaning.

Use only mild cleaning solutions and damp cloth to clean the painted surfaces of the

computer, LCD screen and keyboard.

6.3 Moving your E-820

Take the following precautions before moving your computer.

6.3.1 Back up all files and data from the hard disk.
Operating systems can vary in the way they perform backup procedures. See your

operating system documentation for information about software backup.
6.3.2 Remove all media, such as compact discs from the drives.

6.3.3 Shut down your operating system and turn off the computer and all attached
devices.

6.3.4 Unplug the power cord from electrical outlets, all attached cables and devices such

as USB devices, network cable, modem cable, audio devices etc. .

6.3.5 Ifyou saved the original shipping cartons and packing materials, use them to pack

the units. If you are using different cartons, cushion the units to avoid damage.

7. Chapter 7: Troubleshooting

Computer problems can be caused by hardware, software or user error. You can use the
diagnostic aids discussed in this chapter to help you solve such problems yourself or gather

helpful information you can pass on to a service technician.

You can check the hardware by following the procedures in this chapter. If the hardware
checks out and you have not made a user error. You might have a software problem. If you
suspect that you have a software problem. See the operating system documentation and/or the

documentation supplied with the software.

Your computer performs the power-on self-test every time the PC is turned on. POST (Power



On Self Test) tests the memory of the PC and reports the total memory installed. It also checks
the processor type and speed, the hard disk type and the CD-ROM type. Normally, POST runs
very quickly and do not see the results if no error in the self test. Otherwise, you will see the

error message of the device.

You can use the troubleshooting table below to find solutions to problems that have definite

symptoms.
Problem Description Solutions
General Power LED not light on ®  Ensure the power adapter’s AC and DC
connectors are securely connected to proper
connectors on the E-820
Power LED light on but
blank screen
Flashing cursor ® Contact your local technical support
Can not loading OS ® [fyou have just added new software or a new
continuously device. Try to remove it.
Memory The amount of memory @  Be sure installed the correct type of DDR
displayed is incorrect memory and securely inserted in the socket.

® In additional, this system features an
integrated video system in which some
memory is used by the video controller.
Windows will only report the memory

available for its use.



Display

CD-ROM

Keyboard and
Mouse

Intermittent

Modem

Colour, Brightness or

Contrast is incorrect

The indicator not lights

on when reading

The indicator lights but

can not read

All or some keys on the

keyboard do not work

Mouse do not work

Problem occurs only

occasionally

No response

Press the “Auto Adjust” button at the front
panel.

You are not trying to run your monitor at a
higher refresh rate in Windows. See your
operating system documentation for
information about monitor refresh rate.

Pay attention any error on POST.

Check with the hardware configuration in

your operating system.

Be sure the CD seated correctly.
Check any damage, scratch or dust at the
back side of CD.

The keyboard cable is securely connected to
keyboard connector.
Clean up any dust, food or rubbish under the

key top.

The mouse cable is securely connected to
mouse connector.
Try to use the optical mouse in different

surface.

Be sure the fan grill is not blocked and is
working. The computer might overheat if

airflow is blocked or not working.

The modem cable is securely connected to
modem connector and your telephone socket.

Test the modem in Device Manager.



USB Do not recognize
devices

Network

Do not connect

Microphone,

Earphone, Not active
Internal

Speakers and

External

Speakers

8 . Technical Reference:

Model
Processor
Processor (CPU)
Processor speed

Front side bus (FSB)

® Try to unplug and plug in again or use other
USB connectors.

® Be sure the device driver installed.

® In additional, Windows 98 use to install
drivers for USB

® The network cable is securely connected to
network hub or switch properly. In additional,
pay attention on the indicator of hub or
switch light on or not.

® Be sure the LAN driver installed.

® Be sure the cables are securely connected and
in the correct connector.

® Ensure the setting is correct in your
multimedia control software.

® The power for external speakers switched on

when needed.

E-panel 820 Series

Intel Pentium 4 / Celeron Process, Socket 478
Up to 3.06GHz

400/ 533MHz



Main Board Chipset

Chipset

System memory

Memory (RAM) std/max

RAM slots total

Module specifications

Memory speed

RAM type

Display

Screen type description

Simultaneous external display

Viewable image size (diagonal)

Support colors

Maximum Resolution

Contrast Ratio

Typical white Luminance

Response Time

Hard drive

Intel 845GL/V

up to 1GB

1 DIMM

PC2700

333 /400 MHz

DDR SDRAM

TFT

Yes

15 inches

262,144 colours

1024x768

400:1 (Typ.)

250 nit

16ms (Typ.)



Interface type Standard 3.5 inch Ultra-ATA 100/133

Storage support up to 250GB

Graphics

Description Intel Extreme Graphics 2

Video RAM type DVMT 2.0 allows up to 64MB of system memory
sharing

Max colors 16777216 colours

Graphics type 2D/3D

Optical device

Optical device Slim type CD-ROM, DVD, DVD COMBO or DVD+-
RW

Optical device speed 48X Max

Communications

Ethernet description Realtek 8100 10/100M

Ethernet interface type Ethernet-Integrated

Wake on LAN capable Yes

Fax/modem description 56K V.93 designed modem

Fax/modem speed 56Kbps data/14.4Kbps fax

Audio



Description AC-97

Audio Output Internal: 2 x Internal 2W speaker

External: 5.1 speakers

Standard features

Keyboard E-Panel PS/2 107-key Keyboard
Mouse E-Panel PS/2 Optical Wheel Mouse
Weight & dimensions

Weight 5.35kg

Height 379.5 mm

Width 353 mm

Depth 154 mm

Expansion options

Expansion slot and type 1 x Mini PCI
Plug and play support Yes
Serial Port Type 2 Serial

Parallel Port Type 1 Parallel



Port connectors
6 x USB 2.0 ports
1 x RJ-11 Phone Connector
1 x RJ-45 Network Connector
1 x RS-232 serial port
2 x PS/2 Ports (Keyboard and Mouse)
1 x Mic In
1 x Earphone

1 x External Speakers

1 x TV antenna (Optional)

Power Adapter

Power Consumption 150W plus with ENERGY STAR the energy economizes
the standard

A/C Input Auto-switch 100-240V

DC Output 19VDC 7.9A

Optional Touch Screen
Infrared port

Appendix

Notices



